MHS SERIES UNHOUSED SPRING MOUNT

SHOCK & VIBRATION ISOLATORS Type MHS Spring AVM
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adjusting 52—: o
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Features:

Type MH series can be divided into type MHD, MHS spring AVM. The housing with aluminum-magnesium alloy material could
prevent the vibration isolator from rustiness forever and enlarge the use life. The structure also has new improvement with an
anti-side-force function for better stability and safety of unit. It can be freely adjusted as per balancing situation of unit to guarantee its
work under all situations. If a tray is set on the vibration isolator, it can be installed without drilling on the unit and vibration isolator
can be freely moved on the unit to get the best vibration effect. So this vibration isolator is easy in installation, light in weight and nice

in outlook.

Technical Date of Type MHS Spring AVM LOAD DEFLECTION CURVE/POINT
LOAD | LOAD |DEFLECTION| YERTICAL MEANSTHE BEST DEFLECTION
MODEL | - S RIGIDITY
) (kg) (Ibs) (mm) k(kg/mm) :
Toad  load MHS- 100
MHS-20 | 20 44 0.80 i Jifia
MHS-30 30 66 1.20 220 100 MH5-7p
MHS-40 | 40 88 1.60 sk NS o1
176 80 o
MHS-50 | 50 110 2.00 £ ot AV Lafsdh
MHS-60 | 60 | 132 240 2 6 A
MHS-70 | 70 154 2.80 o so [/ g l
rd h 5-3
MHS-80 | 80 176 3.20 88 40 : L
MHS-100| 100 220 4.00 & W 77 Mtfs-20
4 20
MHS-120| 120 264 20~25 4.80 5 i
2 : !
MHS-140 140 308 5.60 0 0 /; [ deflection (mm)
MHS-160 160 352 6.40 0 5 10 15 20 25 30 35 40 45 50
MHS-180| 180 396 7.20
MHS-200 200 440 8.00 lnl);:d load
MHS-230| 230 | 207 9.20 kg —
MHS-250| 250 551 10.00 1058 480 f},. e
MHS-300| 300 661 12.00 1014 460
MHS-330| 330 727 13.20 (Ts’ “:“ M4
9 420
MHS-360| 360 793 14.40 i 7 @
MHS-400| 400 | 881 16.00 @ 30 ik
MHS-450| 450 992 18.00 793 360
749 340 — MHS-350
Outer Size of Type MHS spring AVM 105 320 A==
0 . 0 5 10 15 20 25 30 35 40 45 350 s S
— OUTER SIZE(+2mm)
Llclw]wel] F| H] s1 s2
MHS-20~MHS-450| 170 | 140 | 85 [12.5] 120 | 150 [M10x20 [M20x60
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Application Instruction of Type MHS Spring AVM

Product summary

Type MHD spring anti-vibratio isolator
includes the following parts:
locking bolt

washer

1,

2,

3. adjusting bolt
4. locking nut
5, body of AVM

Installation instruction

1. Twist off the locked bolt@ washer @anticlockwisely(see figure 1),

2. Lower the unit equipment to make sure that the bottom plate hole and
threaded hole of adjustable blot S are in the one line. As figure 2.

3. Under the action of unit load, vibration isolator is tighten to this static
load as figure 2. The unit load will be transmitted to steel spring@directly
through adjusting bolt @ upper cover@®and spring pressed plate® .

4. Screw the locked bolt@, washer@up clockwisely as figure 3.(Not
tighten boltMtoo much)

5. Check if each point of unit is in parellel.—, Twist off the locked nut@
Adjust the adjusting bolt® of vibration
isolator with the same raising distance to its required working height,and

anticlockwisely as figure 4-2. 7|

make sure each point in parellel. See figure 5. =, Screw the locked nut@,
locked bolt® and washer@clockwisely.See figure 6.
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